
 

 

 TIMEWARE UNIVERSAL MACHNINE - Bioscreen 2020 

 

Timeware, Inc. 

9329 Ravenna Road, Suite D 

Twinsburg, OH 44087 

(330)963-2700 

sales@timewareinc.com 

 

 

  

  

  

   
Timeware’s latest innovation is the new universal 

app we call Timeware Universal App (TUA). It’s 

universal in the sense that the same app runs on 

multiple software platforms including Windows 10, 

Androind OS and Apple iOS. Furthermore, the app 

runs on multiple hardware platforms including: 

Android based smart phones and tablets, Apple iOS 

based smart phones and tablets, Windows based 

smart phones and tablets, Windows 10 based PC’s 

and on Timeware’s new timeclock Bioscreen 2020. 

This document focuses on the Timeware Bioscreen 

2020. While it provides all the functions, our users 

are used to with the previous version of our 

Bioscreen machines, this device offers many 

added benefits including: sleek modern design, 

fanless operation, faster performance, simple 

installation and comissioning process. Best of all, 

this device runs the same software as any other, 

thus making training simple and user experience 

much better. 

 
Timeware Bioscreen 2020 offers a modern 

and effective solution for Workforce 

Management self service.  

➢ Simple installation where power is 

supplied over the Ethernet cable 

(POE). 

➢ Easy user authentication can be 

as simple as entering a pin 

number. 

➢ Additional security can be added 

by scanning of the user NFC 

credential.  

➢ User interactions with the machine 

is via its responsive touch screen.  

➢ Presented function are configured 

and added as per the client 

requirements. 

➢ Custom function access that can 

be defined at the machine or the 

user level. 

 



HARDWARE SPECIFICATION SOFTWARE SPECIFICATION 

 

ANDROID TABLET WITH POE 

NFC AND LED LIGHT BAR 

1. CPU: RK3288, Quad-core 

cortex A17,1.8G 

2. RAM:2GB 

3. Internal memory:8GB 

4. Operation System: 

Android 5.1/8.1 

5. Touch screen:10-Point 

capacitive touch 

6. NFC RFID reader 

7. IPS panel 

8. Resolution:1280*800 

9. Contrast ratio:800 

10. Luminance:250cd/m2 

11. Aspect Ratio :16:9 

12. WiFi, Ethernet, Buletooth 

13. Interface: SD Memory 

Card, USB, RJ45 with 

POE+ 

14. POE: IEEE802.3at/af 

15. Camera, Speaker, VESA 
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